
 

Building Name:    47 
Site Name 

Building Condition 
 
SUBSTRUCTURE ‐ STANDARD FOUNDATIONS  
(Footings, Stem Walls, Column & Post Bases)   

Score 
% of 

System  Scoring Criteria 
Maintenance 

Criteria 

0    
This system does not exist in this building; building has special 
foundation.  N/A 

1     No settlement, cracking, or groundwater intrusion.    Routine 

2     Minor floor and foundation cracking; concrete finish worn but stable.   Preventative 

3    
Foundation cracking/spalling; exposed steel reinforcing or moisture 
evident. 

Restoration/ 
Repairs 

4     Structural settlement; water intrusion evident; structurally deficient.  Replacement 
Comments: 
 



Building Condition    K‐12 Data Manual 

Building Name:    48 
Site Name 

SUBSTRUCTURE ‐ SPECIAL FOUNDATIONS
(Pilings, Caissons, Grade Beams, Retaining Walls)   

Score 
% of 

System  Scoring Criteria 
Maintenance 

Criteria 

0    
This system does not exist in this building; building has standard 
foundation.  N/A 

1     No settlement, cracking, or groundwater intrusion.   Routine 

2     Minor floor and foundation cracking; concrete finish worn but stable.  Preventative 

3    
Foundation cracking/spalling; exposed steel reinforcing or moisture 
evident.  

Restoration/ 
Repairs 

4     Structural settlement; water intrusion evident; structurally deficient.  Replacement 
Comments: 

SUBSTRUCTURE ‐ SLAB ON GRADE
(Sub‐Base & Vapor Barrier)    

Score 
% of 

System  Scoring Criteria 
Maintenance 

Criteria 

0    
This system does not exist in this building; building has basement or 
crawl‐space under first floor.  N/A 

1     No settlement, cracking, or groundwater intrusion.   Routine 

2     Minor floor and foundation cracking; concrete finish worn but stable.  Preventative 

3    
Foundation cracking/spalling; exposed steel reinforcing or moisture 
evident.  

Restoration/ 
Repairs 

4     Structural settlement; water intrusion evident; structurally deficient.  Replacement 
Comments: 
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Building Name:    49 
Site Name 

SUBSTRUCTURE ‐ BASEMENT WALLS

Score 
% of 

System  Scoring Criteria 
Maintenance 

Criteria 

0     This system does not exist in this building.  N/A 

1     No settlement, cracking, or groundwater intrusion.   Routine 

2     Minor floor and foundation cracking; concrete finish worn but stable.  Preventative 

3    
Foundation cracking/spalling; exposed steel reinforcing or moisture 
evident. 

Restoration/ 
Repairs 

4     Structural settlement; water intrusion evident; structurally deficient.  Replacement 
Comments: 

SHELL ‐ FLOOR CONSTRUCTION
(Upper Floors, First Floor Over Basement/Crawl Space)   

Score 
% of 

System  Scoring Criteria 
Maintenance 

Criteria 

0    
This system does not exist in this building; single‐story building with 
slab on grade floor.  N/A 

1    
Sound and stable; no evidence of inadequate design, significant 
cracking or moisture/pest damage.  Routine 

2    
Minor non‐structural surface cracking; framing, deck or diaphragm 
undamaged but requires repair.  Preventative 

3    
Structural damage evident; floor/frame soft or deflected; major 
cracking. 

Restoration/ 
Repairs 

4     Structurally deficient or damaged beyond repair.  Replacement 
Comments: 
 
 
 
 



Building Condition    K‐12 Data Manual 

Building Name:    50 
Site Name 

SHELL‐ ROOF CONSTRUCTION
(Framing [beams, joists, trusses], Decking or Diaphragm) 

Score 
% of 

System  Scoring Criteria 
Maintenance 

Criteria 

0     This system does not exist in this building.  N/A 

1    
Sound and stable; no evidence of inadequate design, significant 
cracking or moisture/pest damage.  Routine 

2    
Minor non‐structural surface cracking; structure undamaged but 
requires repointing.  Preventative 

3    
Structural damage evident; floor/frame soft or deflected; major 
cracking. 

Restoration/ 
Repairs 

4     Structurally deficient or damaged beyond repair.  Replacement 
Comments: 

SHELL ‐ EXTERIOR WALLS 

Score 
% of 

System  Scoring Criteria 
Maintenance 

Criteria 

0    
This system does not exist in this building (only for covered play 
areas).  N/A 

1    
Sound and stable; no evidence of inadequate design, cracking or 
moisture/pest damage.  Routine 

2    
Minor non‐structural surface cracking; masonry, stucco, siding 
undamaged but requires repointing/resealing/caulking, etc.  Preventative 

3    
Structural damage evident; floor/frame soft or deflected; seismic 
diagonal cracking. 

Restoration/ 
Repairs 

4     Structurally deficient or damaged beyond repair.  Replacement 
Comments: 
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Building Name:    51 
Site Name 

SHELL ‐ EXTERIOR WINDOWS

Score 
% of 

System  Scoring Criteria 
Maintenance 

Criteria 

0     This system does not exist in this building.  N/A 

1    
Weather sealed, components are functioning and exhibit no finish 
degradation.  Routine 

2    
Components worn but functional; assemblies require only paint or 
resealing.  Preventative 

3    
Assembly has damaged or deficient components; water intrusion 
evident. 

Restoration/ 
Repairs 

4     Components exhibit extensive damage, deficient beyond repair.  Replacement 
Comments: 

SHELL ‐ EXTERIOR DOORS 
(Including Storefront Systems) 

Score 
% of 

System  Scoring Criteria 
Maintenance 

Criteria 

0     This system does not exist in this building.  N/A 

1    
Weather sealed, components are functioning and exhibit no finish 
degradation.  Routine 

2    
Components worn but functional; assemblies require only paint or 
resealing.  Preventative 

3    
Assembly has damaged or deficient components; water intrusion 
evident. 

Restoration/ 
Repairs 

4     Components exhibit extensive damage, deficient beyond repair.  Replacement 
Comments: 
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Building Name:    52 
Site Name 

SHELL ‐ ROOF COVERINGS 
(Roofing, Shingles, Tiles, Flashing, Roof Drains, Gutters, etc) 

Score 
% of 

System  Scoring Criteria 
Maintenance 

Criteria 

0     This system does not exist in this building.  N/A 

1    
Weather sealed, components are functioning and exhibit no finish 
degradation.  Routine 

2    
Components worn but functional; assemblies require only paint or 
resealing.  Preventative 

3    
Assembly has damaged or deficient components; water intrusion 
evident. 

Restoration/ 
Repairs 

4     Components exhibit extensive damage, deficient beyond repair.  Replacement 
Comments: 

SHELL ‐ ROOF OPENINGS 
(Skylights, Access Hatches) 

Score 
% of 

System  Scoring Criteria 
Maintenance 

Criteria 

0     This system does not exist in this building.  N/A 

1    
Weather sealed, components are functioning and exhibit no finish 
degradation.  Routine 

2    
Components worn but functional; assemblies require only paint or 
resealing.  Preventative 

3    
Assembly has damaged or deficient components; water intrusion 
evident. 

Restoration/ 
Repairs 

4     Components exhibit extensive damage, deficient beyond repair.  Replacement 
Comments: 
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Building Name:    53 
Site Name 

SHELL ‐ ROOFING PROJECTIONS
(Copings, Reglets, Flashing, Ridge Vents, Curbs) 

Score 
% of 

System  Scoring Criteria 
Maintenance 

Criteria 

0     This system does not exist in this building.  N/A 

1    
Weather sealed, components are functioning and exhibit no finish 
degradation.  Routine 

2    
Components worn but functional; assemblies require only paint or 
resealing.  Preventative 

3    
Assembly has damaged or deficient components; water intrusion 
evident. 

Restoration/ 
Repairs 

4     Components exhibit extensive damage, deficient beyond repair.  Replacement 
Comments: 

INTERIORS ‐ FIXED AND MOVEABLE PARTITIONS 
(Non‐structural Walls, Operable Panel Walls) 

Score 
% of 

System  Scoring Criteria 
Maintenance 

Criteria 

0     This system does not exist in this building.  N/A 

1    
Free of damage, properly aligned and operational, appropriate for 
function/usage.  Routine 

2     Worn but serviceable; components require adjustment/cleaning.  Preventative 

3    
Component damage; limited system operation; substandard 
condition. 

Restoration/ 
Repairs 

4    
Significant system damage; seriously deficient; non‐functional 
/beyond feasible repair.  Replacement 

Comments: 
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Building Name:    54 
Site Name 

INTERIORS ‐ DOORS  
(Door, Frame, Hardware) 

Score 
% of 

System  Scoring Criteria 
Maintenance 

Criteria 

0     This system does not exist in this building.  N/A 

1    
Free of damage, properly aligned and operational, appropriate for 
function/usage.  Routine 

2     Worn but serviceable; components require adjustment/cleaning.  Preventative 

3    
Component damage; limited system operation; substandard 
condition. 

Restoration/ 
Repairs 

4    
Significant system damage; seriously deficient; non‐functional 
/beyond feasible repair.  Replacement 

Comments: 

INTERIORS ‐ SPECIALTIES 
(White Boards, Lockers, Cubicles, Toilet Partitions/Accessories) 

Score 
% of 

System  Scoring Criteria 
Maintenance 

Criteria 

0     This system does not exist in this building.  N/A 

1    
Free of damage, properly aligned and operational, appropriate for 
function/usage.  Routine 

2     Worn but serviceable; components require adjustment/cleaning.  Preventative 

3    
Component damage; limited system operation; substandard 
condition. 

Restoration/ 
Repairs 

4    
Significant system damage; seriously deficient; non‐functional 
/beyond feasible repair.  Replacement 

Comments: 
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Building Name:    55 
Site Name 

INTERIORS ‐ STAIR CONSTRUCTION 
(Treads, Risers, Diagonals, Handrails) 

Score 
% of 

System  Scoring Criteria 
Maintenance 

Criteria 

0     This system does not exist in this building.  N/A 

1     Without damage, of suitable material, quality, and design.  Routine 

2     Worn but complete in installation; finish protective coat abraded.  Preventative 

3    
Components are damaged; parts are missing; assembly unsuitable for 
purpose. 

Restoration/ 
Repairs 

4     Damaged beyond repair; code or structurally deficient.  Replacement 
Comments: 

INTERIORS ‐ STAIR FINISHES 
(Stair Steps ‐ Finish of Treads, Risers, Nosings, Landings) 

Score 
% of 

System  Scoring Criteria 
Maintenance 

Criteria 

0     This system does not exist in this building.  N/A 

1     No damage or defect which hinders system performance.  Routine 

2    
Finishes are worn or soiled, asbestos flooring is encapsulated;  
functional.  Preventative 

3     Surfaces bear significant staining, isolated cracks or physical damage. 
Restoration/ 
Repairs 

4     Extensively damaged beyond repair, significant components missing.  Replacement 
Comments: 
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Building Name:    56 
Site Name 

INTERIORS ‐ WALL FINISHES

Score 
% of 

System  Scoring Criteria 
Maintenance 

Criteria 

0     This system does not exist in this building.  N/A 

1     No damage or defect which hinders system performance.  Routine 

2     Finishes are worn or soiled;  functional.  Preventative 

3     Surfaces bear significant staining, isolated cracks or physical damage. 
Restoration/ 
Repairs 

4     Extensively damaged beyond repair, significant components missing.  Replacement 
Comments: 

INTERIORS ‐ FLOOR FINISHES

Score 
% of 

System  Scoring Criteria 
Maintenance 

Criteria 

0    
This system does not exist in this building; no finish on structural 
elements (i.e., bare concrete slab on grade floor).  N/A 

1     No damage or defect which hinders system performance.  Routine 

2    
Finishes are worn or soiled, asbestos flooring is encapsulated;  
functional.  Preventative 

3     Surfaces bear significant staining, isolated cracks or physical damage. 
Restoration/ 
Repairs 

4     Extensively damaged beyond repair, significant components missing.  Replacement 
Comments: 
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Building Name:    57 
Site Name 

INTERIORS ‐ CEILING FINISHES

Score 
% of 

System  Scoring Criteria 
Maintenance 

Criteria 

0     This system does not exist in this building.  N/A 

1     No damage or defect which hinders system performance.  Routine 

2     Finishes are worn or soiled, asbestos is encapsulated;  functional.  Preventative 

3     Surfaces bear significant staining, isolated cracks or physical damage. 
Restoration/ 
Repairs 

4     Extensively damaged beyond repair, significant components missing.  Replacement 
Comments: 

SERVICE SYSTEMS ‐ ELEVATORS & LIFTS

Score 
% of 

System  Scoring Criteria 
Maintenance 

Criteria 

0     This system does not exist in this building.  N/A 

1    
Equipment is operational, complies with current standards, and free 
of assembly component damage.  Routine 

2    
System components worn but functional; parts and service readily 
available.  Preventative 

3    
Equipment operating poorly; service/parts are not readily available; 
substandard in design. 

Restoration/ 
Repairs 

4     Non‐functional; severely deficient; non serviceable.  Replacement 
Comments: 
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Building Name:    58 
Site Name 

SERVICE SYSTEMS ‐ PLUMBING FIXTURES

Score 
% of 

System  Scoring Criteria 
Maintenance 

Criteria 

0     This system does not exist in this building.  N/A 

1    
Components are operational, free of defect, and of adequate 
capacity for intended use.  Includes water saving functions.  Routine 

2     Components worn, fixtures stained, minor leaking.  Preventative 

3     Fixtures damaged; limited parts available, consistent leaking. 
Restoration/ 
Repairs 

4    
Functionally inadequate; wide‐spread damage/deficiency or system 
failure.  Replacement 

Comments: 

SERVICE SYSTEMS ‐ WATER DISTRIBUTION 
(Pipes & Valves, interior & within 5 ft of the building) 

Score 
% of 

System  Scoring Criteria 
Maintenance 

Criteria 

0     This system does not exist in this building.  N/A 

1    
Components are operational, free of defect, and of adequate utility 
service capacity for intended use.  Routine 

2     Components worn, fixtures stained; parts/services readily available.  Preventative 

3     Fixtures damaged; limited parts available. 
Restoration/ 
Repairs 

4    
Functionally inadequate; wide‐spread damage/deficiency or system 
failure.  Replacement 

Comments: 
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Building Name:    59 
Site Name 

SERVICE SYSTEMS ‐ SANITARY WASTE

Score 
% of 

System  Scoring Criteria 
Maintenance 

Criteria 

0     This system does not exist in this building.  N/A 

1    
System components are operational, free of defect, no leaking and of 
adequate capacity for intended use.  Routine 

2    
Components worn,  overhead  plumbing not deteriorated; 
parts/service readily available.  Preventative 

3    
Devices damaged; limited parts are available; direct‐bury lines; 
blockage/restriction issues. 

Restoration/ 
Repairs 

4    
Utility service is functionally inadequate; wide‐spread 
damage/deficiency or system failure.  Replacement 

Comments: 

SERVICE SYSTEMS ‐ RAIN WATER DRAINAGE
(Downspouts, Lines From Roof Drains) 

Score 
% of 

System  Scoring Criteria 
Maintenance 

Criteria 

0     This system does not exist in this building.  N/A 

1    
System components are operational, free of defect, no leaking, and 
of adequate capacity for intended use.  Routine 

2    
Components worn,  overhead  plumbing not deteriorated; 
parts/service readily available.  Preventative 

3    
Devices damaged; limited parts are available; direct‐bury lines; 
blockage/restriction issues. 

Restoration/ 
Repairs 

4    
Utility service is functionally inadequate; wide‐spread 
damage/deficiency or system failure.  Replacement 

Comments: 
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Building Name:    60 
Site Name 

SERVICE SYSTEMS ‐ SPECIAL PLUMBING SYSTEMS
(Swimming Pool Equipment, Compressed Air Systems, etc) 

Score 
% of 

System  Scoring Criteria 
Maintenance 

Criteria 

0     This system does not exist in this building.  N/A 

1    
System components are operational, free of defect, no leaking, and 
of adequate capacity for intended use.  Routine 

2    
Components worn,  overhead  plumbing not deteriorated; 
parts/service readily available.  Preventative 

3    
Devices damaged; limited parts are available; direct‐bury lines; 
blockage/restriction issues. 

Restoration/ 
Repairs 

4    
Utility service is functionally inadequate; wide‐spread 
damage/deficiency or system failure.  Replacement 

Comments: 

SERVICE SYSTEMS ‐ HVAC ‐ ENERGY SUPPLY 
(Laboratory Gas Piping, Piping to Boiler ‐ Not Electrical) 

Score 
% of 

System  Scoring Criteria 
Maintenance 

Criteria 

0     This system does not exist in this building.  N/A 

1    
System components are operational, free of defect, no leaking, and 
of adequate capacity for intended use.  Routine 

2    
Components worn,  overhead  plumbing not deteriorated; 
parts/service readily available.  Preventative 

3    
Devices damaged; limited parts are available; direct‐bury lines; 
blockage/restriction issues. 

Restoration/ 
Repairs 

4    
Utility service is functionally inadequate; wide‐spread 
damage/deficiency or system failure.  Replacement 

Comments: 
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Building Name:    61 
Site Name 

SERVICE SYSTEMS ‐ HVAC ‐ HEAT GENERATING SYSTEMS  
(Boilers, Furnaces) 

Score 
% of 

System  Scoring Criteria 
Maintenance 

Criteria 

0     This system does not exist in this building.  N/A 

1     Fully operational; suitable capacity.  Routine 

2    
Equipment worn but reliable; interior duct/insulated distribution 
pipe; parts readily available.  Preventative 

3    
Equipment marginal; hard to obtain parts;  insulated exterior 
ductwork. 

Restoration/ 
Repairs 

4     Non‐functional or seriously deficient.  Replacement 
Comments: 

SERVICE SYSTEMS ‐ HVAC ‐ COOLING GENERATING SYSTEMS 
(Chillers, Compressors, Condensers, Cooling Towers) 

Score 
% of 

System  Scoring Criteria 
Maintenance 

Criteria 

0     This system does not exist in this building.  N/A 

1     Fully operational; suitable capacity.  Routine 

2    
Equipment worn but reliable; interior duct/insulated distribution 
pipe; parts readily available.  Preventative 

3    
Equipment marginal; hard to obtain parts;  insulated exterior 
ductwork. 

Restoration/ 
Repairs 

4     Non‐functional or seriously deficient.  Replacement 
Comments: 
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Building Name:    62 
Site Name 

SERVICE SYSTEMS ‐ HVAC ‐ DISTRIBUTION SYSTEMS
(Air Handling Units, Fans, Ducts, Steam, Hot Water, Hydronic Piping) 

Score 
% of 

System  Scoring Criteria 
Maintenance 

Criteria 

0     This system does not exist in this building.  N/A 

1     Fully operational; suitable capacity.  Routine 

2    
Equipment worn but reliable; interior duct/insulated distribution 
pipe; parts readily available.  Preventative 

3    
Equipment marginal; hard to obtain parts;  insulated exterior 
ductwork. 

Restoration/ 
Repairs 

4     Non‐functional or seriously deficient.  Replacement 
Comments: 

SERVICE SYSTEMS ‐ HVAC ‐ TERMINAL & PACKAGE UNITS 

Score 
% of 

System  Scoring Criteria 
Maintenance 

Criteria 

0     This system does not exist in this building.  N/A 

1     Fully operational; suitable capacity.  Routine 

2    
Equipment worn but reliable; interior duct/insulated distribution 
pipe; parts readily available.  Preventative 

3    
Equipment marginal; hard to obtain parts;  insulated exterior 
ductwork. 

Restoration/ 
Repairs 

4     Non‐functional or seriously deficient.  Replacement 
Comments: 
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Building Name:    63 
Site Name 

SERVICE SYSTEMS ‐ HVAC ‐ CONTROLS & INSTRUMENTATION 

Score 
% of 

System  Scoring Criteria 
Maintenance 

Criteria 

0     This system does not exist in this building.  N/A 

1    
Fully operational, suitable capacity, efficient utilization, integrated 
direct digital energy management controls with central monitoring.  Routine 

2     Equipment worn but reliable,  older energy controls.  Preventative 

3    
Equipment marginal; hard to obtain parts,  no energy controls or 
marginal pneumatic systems.  

Restoration/ 
Repairs 

4     System non‐functional or seriously deficient.  Replacement 
Comments: 

SERVICE SYSTEMS ‐ HVAC ‐ SPECIAL SYSTEMS AND EQUIPMENT 
(Kitchen Hood, Kiln, Fume & Paint Hood Exhaust Systems) 

Score 
% of 

System  Scoring Criteria 
Maintenance 

Criteria 

0     This system does not exist in this building.  N/A 

1    
Fully operational; suitable capacity; efficient utilization; integrated  
controls.  Routine 

2     Equipment worn but reliable; older controls.  Preventative 

3     Equipment marginal; hard to obtain parts; minimal  controls. 
Restoration/ 
Repairs 

4     Non‐functional or seriously deficient.  Replacement 
Comments: 
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FIRE PROTECTION ‐ FIRE SPRINKLER SYSTEMS

Score 
% of 

System  Scoring Criteria 
Maintenance 

Criteria 

0     This system does not exist in this building.  N/A 

1    
System serves entire building, functional with adequate capacity and 
monitored shut‐off valves.  Routine 

2    
System functional but capacity uncertain, evidence of rust but no 
damage.   Preventative 

3    
System insufficient or incomplete building coverage, damage to 
piping or devices; modifications required.  

Restoration/ 
Repairs 

4     No sprinkler  system present; or system is non‐functional.  Replacement 
Comments: 

FIRE PROTECTION ‐ STAND‐PIPE AND HOSE SYSTEMS

Score 
% of 

System  Scoring Criteria 
Maintenance 

Criteria 

0     This system does not exist in this building.  N/A 

1     System serves entire building; functional with adequate capacity.  Routine 

2    
System functional but capacity uncertain, evidence of rust but no 
damage.    Preventative 

3    
System insufficient or incomplete building coverage, damage to 
piping or devices. 

Restoration/ 
Repairs 

4     Equipment is not functional; damaged beyond repair.  Replacement 
Comments: 
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FIRE PROTECTION ‐ SPECIALTIES 
(Extinguishers & Cabinets, Fire Blankets) 

Score 
% of 

System  Scoring Criteria 
Maintenance 

Criteria 

0     This system does not exist in this building.  N/A 

1    
Adequately charged; functional with adequate capacity; well marked 
cabinets and locations; readily available.  Routine 

2    
The number of extinguishers is adequate but charge status uncertain; 
extinguishers not all in cabinets.  Preventative 

3     Incomplete building/room coverage. 
Restoration/ 
Repairs 

4    
Few randomly located portable extinguishers; non‐functional 
extinguishers.  Replacement 

Comments: 

FIRE PROTECTION ‐ SPECIAL SYSTEMS
(Foam or CO2 Systems) 

Score 
% of 

System  Scoring Criteria 
Maintenance 

Criteria 

0     This system does not exist in this building.  N/A 

1    
System serves required areas, functional with adequate capacity and 
monitored shut‐off valves and controls.  Routine 

2    
System functional but capacity uncertain, evidence of rust or surface 
deterioration but no damage.    Preventative 

3    
System insufficient or incomplete in required  areas, damage to 
piping or devices; modifications required.  

Restoration/ 
Repairs 

4     No systems  or non‐functional systems  present in areas.  Replacement 
Comments: 
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ELECTRICAL ‐ SERVICE & DISTRIBUTION 
(Transformers, Service Entry Sections, Main Panels) 

Score 
% of 

System  Scoring Criteria 
Maintenance 

Criteria 

0     This system does not exist in this building.  N/A 

1    

Building‐wide system; fully operational; of adequate capacity, with 
proper metering , fault protection, and shut off devices; suitable for 
intended usage.  Routine 

2    
Components functional;  reliable but of marginal capacity; minor 
deficiencies.  Preventative 

3    
Building lacks complete system;  insufficient capacity;  unreliable;  
parts unavailable. 

Restoration/ 
Repairs 

4     Component/system seriously deficient, non‐functional.  Replacement 
Comments: 

ELECTRICAL ‐ LIGHTING AND BRANCH WIRING

Score 
% of 

System  Scoring Criteria 
Maintenance 

Criteria 

0     This system does not exist in this building.  N/A 

1    

Building‐wide system; fully operational; of adequate capacity, with 
proper metering , fault protection, and shut off devices, high 
performance energy conserving fixtures and controls; suitable for 
intended usage.  Routine 

2    

Components functional;  reliable but of marginal capacity; minor 
deficiencies; not all fixtures and controls updated for energy 
efficiency.  Preventative 

3    
Building lacks complete system;  insufficient capacity;  unreliable;  
non energy efficient fixtures, parts unavailable. 

Restoration/ 
Repairs 

4     Component/system seriously deficient, non‐functional.  Replacement 
Comments: 
 
 



Building Condition    K‐12 Data Manual 

Building Name:    67 
Site Name 

ELECTRICAL ‐ COMMUNICATION AND SECURITY

Score 
% of 

System  Scoring Criteria 
Maintenance 

Criteria 

0     This system does not exist in this building.  N/A 

1    

Building‐wide system; fully operational; of adequate capacity, with 
central monitoring , fault protection, and shut off devices; suitable 
for intended usage.  Routine 

2    
Components functional;  reliable but of marginal capacity; minor 
deficiencies.  Preventative 

3    
Building lacks complete system;  insufficient capacity;  unreliable;  
parts unavailable. 

Restoration/ 
Repairs 

4     Component/system seriously deficient, non‐functional.  Replacement 
Comments: 

ELECTRICAL ‐ SPECIAL SYSTEMS
(Clock, Intercom, Bells, Data, CCTV, Generator) 

Score 
% of 

System  Scoring Criteria 
Maintenance 

Criteria 

0     This system does not exist in this building.  N/A 

1    

Building‐wide system; fully operational; of adequate capacity, with 
central monitoring , fault protection, and shut off devices; suitable 
for intended usage.  Routine 

2    
Components functional;  reliable but of marginal capacity; minor 
deficiencies.  Preventative 

3    
Building lacks complete system;  insufficient capacity;  unreliable;  
parts unavailable. 

Restoration/ 
Repairs 

4     Component/system seriously deficient, non‐functional.  Replacement 
Comments: 
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EQUIPMENT ‐ FIXED FURNISHINGS & EQUIPMENT 
(Casework, Food Service Equipment, Lockers, Telescoping Bleachers) 

Score 
% of 

System  Scoring Criteria 
Maintenance 

Criteria 

0     This system does not exist in this building.  N/A 

1    
Equipment is fully operational, of durable construction and finish, 
and free of surface damage.  Routine 

2    
Components are worn but serviceable, soiled, in need of cleaning or 
adjustment.  Preventative 

3    
Equipment breaks down, has missing or hard to obtain parts, or 
inefficient. 

Restoration/ 
Repairs 

4     Features are damaged, deficient beyond repair, non‐serviceable.  Replacement 
Comments: 

SPECIAL CONSTRUCTION ‐ INTEGRATED & SPECIAL SYSTEMS 
(Vaults, Swimming Pools, Sound‐Proof Rooms, Green Houses) 

Score 
% of 

System  Scoring Criteria 
Maintenance 

Criteria 

0     This system does not exist in this building.  N/A 

1    
System/assembly is fully operational, without deficiency or damage 
to components.  Routine 

2    
Assembly is worn but remains functional, minor surface/operational 
deficiency.  Preventative 

3    
Components are damaged or missing, substandard or degraded 
operation. 

Restoration/ 
Repairs 

4     Non‐functional or extensively damaged beyond repair.  Replacement 
Comments: 
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SPECIAL CONSTRUCTION ‐ CONTROLS & INSTRUMENTATION 
(Energy Management Control, Lighting Control) 

Score 
% of 

System  Scoring Criteria 
Maintenance 

Criteria 

0     This system does not exist in this building.  N/A 

1    
System/assembly is fully operational, without deficiency or damage 
to components.  Routine 

2    
Assembly is worn but remains functional, minor surface/operational 
deficiency.  Preventative 

3    
Components are damaged or missing, substandard or degraded 
operation. 

Restoration/ 
Repairs 

4    
Building feature is non‐functional or extensively damaged beyond 
repair.  Replacement 

Comments: 

EXITS 

Score 
% of 

System  Scoring Criteria 

1    
All exits clearly marked and illuminated.  Primary exiting to exterior is without restricted 
width, complexity, or insufficient corridor assembly/components. 

2     Signage is adequate but needs repair. Corridors lengthy but fire protected. 

3     Corridors not direct, exits poorly identified/illuminated, exits don't disperse occupants.  

4    
Corridor with only one exit or without fire‐rated protection, significant components 
missing.  

Comments:     
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ALARM SYSTEM 

Score 
% of 

System  Scoring Criteria 

1    
Fire alarm monitors entire building as one system, complete with detection (sprinklers), 
audio & strobe annunciation. 

2    
Alarm and suppression system adequate for detection and notification with minor 
component/coverage deficiencies. 

3    
Alarm and suppression system covers entire building but is not unified; components or 
coverage missing or compromised; detection incomplete. 

4    
Fire alarm or suppression system not present or incomplete; detection and notification 
seriously deficient. 

Comments:     
   
   

SEISMIC CONDITIONS 

Score 
% of 

System  Scoring Criteria 

1     The building is constructed to current seismic requirements. 

2     Seismic concerns have been abated/building retrofitted 

3    
Seismic issues have been identified that require restoration and repair to the building or 
its systems. 

4    
Significant building modifications/system replacements are necessary to address seismic 
concerns. 

Comments:     
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Time/Effort Spent: 

Please give us feedback about the time and effort required to gather the information requested 

in the 'Physical Condition' questions. 


