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funds of the deceased depositor remaining in the account, a financial insti-
tution may make payment of all funds in the name of the deceased spouse
to the surviving spouse upon receipt of a certified copy of the community
property agreement as recorded in the office of a county auditor of the state
and an affidavit of the surviving spouse that the community property agree-
ment was validly executed and in full force and effect upon the death of the
depositor.

(2) In those instances where the balance of the funds in the name of a
deceased depositor does not exceed two thousand five hundred dollars, pay-
ment of the decedent's funds remaining in the account may be made to the
surviving spouse, next of kin, funeral director, or other creditor who may
appear to be entitled thereto upon receipt of proof of death and an affidavit
to the effect that no personal representative has been appointed for the de-
ceased depositor's estate. As a condition to the payment, a financial institu-
tion may require such waivers, indemnity, receipts, and acquittance and
additional proofs as it may consider proper.

(3) In those instances where ((te .. lance of tliL ffUid inJ t IItnam ef
a decea ......d deposto1 d not e..ceed t thousand dollars, to the pui
entitl th,,.,wu hen pieneL by)) the person entitled presents an affidavit
which meets the requirements of chapter 11.62 RCW.

A person receiving a payment from a financial institution pursuant to
subsections (2) and (3) of this section is answerable and accountable there-
for to any personal representative of the deceased depositor's estate wherev-
er and whenever appointed.

Passed the House March 6, 1989.
Passed the Senate April 13, 1989.
Approved by the Governor May 3, 1989.
Filed in Office of Secretary of State May 3, 1989.

CHAPTER 221
[House Bill No. 10421

COMMERCIAL TRUCKS-BRAKE REQUIREMENTS

AN ACT Relating to front whccl brakes and air brakes on commercial motor vehicles;
and amending RCW 46.37.340.

Be it enacted by the Legislature of the State of Washington:
Sec. 1. Section 1, chapter 11, Laws of 1979 and RCW 46.37.340 are

each amended to read as follows:
Every motor vehicle, trailer, semitrailer, and pole trailer, and any

combination of such vehicle operating upon a highway within this state shall
be equipped with brakes in compliance with the requirements of this
chapter.
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(I) Service brakes-adequacy. Every such vehicle and combination
of vehicles, except special mobile equipment as defined in RCW 46.04.552,
shall be equipped with service brakes complying with the performance re-
quirements of RCW 46.37.351 and adequate to control the movement of
and to stop and hold such vehicle under all conditions of loading, and on
any grade incident to its operation.

(2) Parking brakes-adequacy. Every such vehicle and combination
of vehicles shall be equipped with parking brakes adequate to hold the ve-
hicle on any grade on which it is operated, under all conditions of loading,
on a surface free from snow, ice, or loose material. The parking brakes shall
be capable of being applied in conformance with the foregoing requirements
by the driver's muscular effort or by spring action or by equivalent means.
Their operation may be assisted by the service brakes or other source of
power provided that failure of the service brake actuation system or other
power assisting mechanism will not prevent the parking brakes from being
applied in conformance with the foregoing requirements. The parking
brakes shall be so designed that when once applied they shall remain ap-
plied with the required effectiveness despite exhaustion of any source of en-
ergy or leakage of any kind. The same brake drums, brake shoes and lining
assemblies, brake shoe anchors, and mechanical brake shoe actuation
mechanism normally associated with the wheel brake assemblies may be
used for both the service brakes and the parking brakes. If the means of
applying the parking brakes and the service brakes are connected in any
way, they shall be so constructed that failure of any one part shall not leave
the vehicle without operative brakes.

(3) Brakes on all wheels. Every vehicle shall be equipped with brakes
acting on all wheels except:

(a) Trailers, semitrailers, or pole trailers of a gross weight not exceed-
ing three thousand pounds, provided that:

(i) The total weight on and including the wheels of the trailer or trail-
ers shall not exceed forty percent of the gross weight of the towing vehicle
when connected to the trailer or trailers; and

(ii) The combination of vehicles consisting of the towing vehicle and its
total towed load, is capable of complying with the performance require-
ments of RCW 46.37.351;

(b) Trailers, semitrailers, or pole trailers manufactured and assembled
prior to July 1, 1965, shall not be required to be equipped with brakes when
the total weight on and including the wheels of the trailer or trailers does
not exceed two thousand pounds;

(c) Any vehicle being towed in driveaway or towaway operations, pro-
vided the combination of vehicles is capable of complying with the per-
formance requirements of RCW 46.37.351;

(d) Trucks and truck tractors manufactured before July 25, 1980, and
having three or more axles need not have brakes on the front wheels, except
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that when such vehicles are equipped with at least two steerable axles, the
wheels of one steerable axle need not have brakes. ((I lowevei, suc, .....
and t1 uick ta...to, must be c.apable of copyn with1 the, pcAiriac le ,

qu,,t-,t- of RCV 46.37..,)) Trucks and truck tractors manufactured
on or after July 25, 1980, and having three or more axles are required to
have brakes on the front wheels, except that when such vehicles are
equipped with at least two steerable axles, the wheels of one steerable axle
need not have brakes. Such trucks and truck tractors may be equipped with
an automatic device to reduce the front-wheel braking effort by up to fifty
percent of the normal braking force, regardless of whether or not antilock
system failure has occurred on any axle, and:

(i) Must not be operable by the driver except upon application of the
control that activates the braking system; and

(ii) Must not be operable when the pressure that transmits brake con-
trol application force exceeds eighty-five pounds per square inch (psi) on
air-mechanical braking systems, or eighty-five percent of the maximum
system pressure in vehicles utilizing other than compressed air.

All trucks and truck tractors having three or more axles must be capa-
ble of complying with the performance requirements of RCW 46.37.351;

(e) Special mobile equipment as defined in RCW 46.04.552 and all
vehicles designed primarily for off-highway use with braking systems which
work within the power train rather than directly at each wheel;

(f) Vehicles manufactured prior to January 1, 1930, may have brakes
operating on only two wheels.

(g) For a forklift manufactured after January 1, 1970, and being
towed, wheels need not have brakes except for those on the rearmost axle so
long as such brakes, together with the brakes on the towing vehicle, shall be
adequate to stop the combination within the stopping distance requirements
of RCW 46.37.351.

(4) Automatic trailer brake application upon breakaway. Every trailer,
semitrailer, and pole trailer equipped with air or vacuum actuated brakes
and every trailer, semitrailer, and pole trailer with a gross weight in excess
of three thousand pounds, manufactured or assembled after January 1,
1964, shall be equipped with brakes acting on all wheels and of such char-
acter as to be applied automatically and promptly, and remain applied for
at least fifteen minutes, upon breakaway from the towing vehicle.

(5) Tractor brakes protected. Every motor vehicle manufactured or as-
sembled after January 1, 1964, and used to tow a trailer, semitrailer, or pole
trailer equipped with brakes, shall be equipped with means for providing
that in case of breakaway of the towed vehicle, the towing vehicle will be
capable of being stopped by the use of its service brakes.

(6) Trailer air reservoirs safeguarded. Air brake systems installed on
trailers manufactured or assembled after January I, 1964, shall be so de-
signed that the supply reservoir used to provide air for the brakes shall be
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safeguarded against backflow of air from the reservoir through the supply
line.

(7) Two means of emergency brake operation.
(a) Air brakes. After January 1, 1964, every towing vehicle((,when

used to tow a,-,,tul, vil.L)) equipped with air controlled brakes, in other
than driveaway or towaway operations, and all other vehicles equipped with
air controlled brakes, shall be equipped with two means for emergency ap-
plication of the ((trailer)) brakes. One of these means shall apply the brakes
automatically in the event of a reduction of the ((towing)) vehicle's air
supply to a fixed pressure which shall be not lower than twenty pounds per
square inch nor higher than forty-five pounds per square inch. The other
means shall be a manually controlled device for applying and releasing the
brakes, readily operable by a person seated in the driving seat, and its
emergency position or method of operation shall be clearly indicated. In no
instance may the manual means be so arranged as to permit its use to pre-
vent operation of the automatic means. The automatic and the manual
means required by this oection may be, but are not required to be, separate.

(b) Vacuum brakes. After January 1, 1964, every towing vehicle used
to tow other vehicles equipped with vacuum brakes, in operations other than
driveaway or towaway operations, shall have, in addition to the single con-
trol device required by subsection (8) of this section, a second control device
which can be used to operate the brakes on towed vehicles in emergencies.
The second control shall be independent of brake air, hydraulic, and other
pressure, and independent of other controls, unless the braking system be so
arranged that failure of the pressure upon which the second control depends
will cause the towed vehicle brakes to be applied automatically. The second
control is not required to provide modulated braking.

(8) Single control to operate all brakes. After January 1, 1964, every
motor vehicle, trailer, semitrailer, and pole trailer, and every combination of
such vehicles, equipped with brakes shall have the braking system so ar-
ranged that one control device can be used to operate all service brakes.
This requirement does not prohibit vehicles from being equipped with an
additional control device to be used to operate brakes on the towed vehicles.
This regulation does not apply to driveaway or towaway operations unless
the brakes on the individual vehicles are designed to be operated by a single
control in the towing vehicle.

(9) Reservoir capacity and check valve.
(a) Air brakes. Every bus, truck, or truck tractor with air operated

brakes shall be equipped with at least one reservoir sufficient to insure that,
when fully charged to the maximum pressure as regulated by the air com-
pressor governor cut-out setting, a full service brake application may be
made without lowering such reservoir pressure by more than twenty percent.
Each reservoir shall be provided with means for readily draining accumu-
lated oil or water.
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(b) Vacuum brakes. After January 1, 1964, every truck with three or
more axles equipped with vacuum assistor type brakes and every truck
tractor and truck used for towing a vehicle equipped with vacuum brakes
shall be equipped with a reserve capacity or a vacuum reservoir sufficient to
insure that, with the reserve capacity or reservoir fully charged and with the
engine stopped, a full service brake application may be made without de-
pleting the vacuum supply by more than forty percent.

(c) Reservoir safeguarded. All motor vehicles, trailers, semitrailers,
and pole trailers, when equipped with air or vacuum reservoirs or reserve
capacity as required by this section, shall have such reservoirs or reserve
capacity so safeguarded by a check valve or equivalent device that in the
event of failure or leakage in its connection to the source of compressed air
or vacuum, the stored air or vacuum shall not be depleted by the leak or
failure.

(10) Warning devices.
(a) Air brakes. Every bus, truck, or truck tractor using compressed air

for the operation of its own brakes or the brakes on any towed vehicle, shall
be provided with a warning signal, other than a pressure gauge, readily au-
dible or visible to the driver, which will operate at any time the primary
supl air reservoir pressure of the vehicle is below fifty percent of the air
compressor governor cut-out pressure. In addition, each such vehicle shall
be equipped with a pressure gauge visible to the driver, which indicates in
pounds per square inch the pressure available for braking.

(b) Vacuum brakes. After January 1, 1964, every truck tractor and
truck used for towing a vehicle equipped with vacuum operated brakes and
every truck with three or more axles using vacuum in the operation of its
brakes, except those in driveaway or towaway operations, shall be equipped
with a warning signal, other than a gauge indicating vacuum, readily audi-
ble or visible to the driver, which will operate at any time the vacuum in the
vehicle's supply reservoir or reserve capacity is less than eight inches of
mercury.

(c) Combination of warning devices. When a vehicle required to be
equipped with a warning device is equipped with both air and vacuum pow-
er for the operation of its own brakes or the brakes on a towed vehicle, the
warning devices may be, but are not required to be, combined into a single
device which will serve both purposes. A gauge or gauges indicating pres-
sure or vacuum shall not be deemed to be an adequate means of satisfying
this requirement.

Passed the House April 17, 1989.
Passed the Senate April 6, 1989.
Approved by the Governor May 3, 1989.
Filed in Office of Secretary of State May 3, 1989.
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